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CES100-02
0.4
(10)

2.0
(51)

3.6
(91)

5.8
(147)

4.6
(117)

2.7
(69)

CES100-04
1.1
(28)

4.0
(102)

8.1
(206)

6.8
(173)

7.6
(193)

4.0
(102)

CES100-06
1.0
(25)

6.0
(152)

10.9
(277)

6.8
(173)

12.7
(323)

7.2
(183)

CES100-08
1.1
(28)

8.0
(203)

12.1
(307)

8.7
(221)

11.1
(282)

6.0
(152)

CES100-10
1.0
(25)

10.0
(254)

13.1
(333)

7.2
(183)

13.6
(345)

7.0
(178)

CES100-12
1.2
(31)

12.0
(305)

14.9
(378)

8.7
(221)

15.1
(384)

7.8
(198)

CES100-14
1.2
(31)

14.0
(356)

16.1
(409)

8.0
(203)

16.6
(422)

8.5
(216)

CES100-24*
1.2
(31)

24.0
(610)

29.0
(737)

6.3
(160)

29.0
(737)

14.5 
(368)

S p e c i f i c a t i o n s

Temperature Range  0° to 100°C

Temperature Accuracy  ±0.03°C from 0° to 100°C

Stabil ity  ±0.003°C from 0° to 75°C
 ±0.005°C from 75° to 100°C

Uniformity  ±0.01°C within ±5°C of ambient temperature
 ±0.3% thereafter

Slew Rate including 
Settl ing Time to 0.01°C

 <80 sec for a 10°C temp change

Emissivity  0.97 ± 0.02, 2µ to 20µ

Set Point Resolution  0.01°C

Display Resolution  0.01° or 0.001°C

Cable length  8 feet standard, others available

Controller Size** 5.25" H x 19" W x 18" D (rack mount)

Line Voltage**  100,120,220 or 240 VAC ± 10%
 (switch selectable), 50.60 Hz

          *Specifications differ slightly from table shown.  Contact EOI for more information.
          * *Larger systems require 220V or 240V and may require a 7 inch high controller or a power amplifier in addition to the temperature controller. 
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